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Sound Transmission Loss Test Data
Test: ASTM E 90 - 04 / ASTM E 413 - 04

No. of test report: NGC5009058 Date: 5/28/2009

Size: 17.84 m?

Source room Receiving room
Volume V=532 m? Volume V = 60.0 m®
Temperature [°C]: 21.5 Temperature [°C]: 21.5
Humidity [%]: 55 Humidity [%]: 58

Sound Transmission Class STC = 51 dB
Sum of unfavorable deviations: 30.0 dB
Max. unfavorable deviation: 6.0 dB at 400 Hz

Frequency STL L1 L2 T Corr. u.Dev. ASTL

[Hz] [dB] [dB] [dB] [s] [dB] [dB]
100 30 108.3 85.5 3.21 7.5 2.296
125 34 107.4 81.7 3.55 7.9 1 1.095
160 36 110.7 83.3 428 8.7 2 1.296
200 39 107 1 75.5 3.47 7.8 2 0.510
250 42 107.8 73.5 3.06 7.3 2 0.332
315 45 106.2 68.5 2.91 7.0 2 0.640
400 44 107.6 70.9 2.78 6.8 6 0.265
500 45 105.6 67.0 2.67 6.7 6 0.922
630 47 104.9 64.8 2.56 6.5 5 0.480
800 50 106.8 62.7 2.50 6.4 3 0.265
1000 53 106.3 59.1 2.30 6.0 1 0.600
1250 57 104.6 53.6 2.09 5.6 0.539
1600 60 105.4 50.8 1.94 5.3 0.436
2000 64 106.3 47.3 1.82 5.0 0.424
2500 66 106.3 452 1.66 4.6 0.686
3150 66 105.7 439 1.48 4.1 0.762
4000 69 106.5 415 1.30 3.6 1.463
5000 71 106.5 38.9 1.17 3.1 1.5643

STL = Sound Transmission Loss, dB

L1 = Source Room Level, dB

L2 = Receiving Room Level, dB

T = Reverberation Time, seconds

A STL = Uncertainty for 95% Confidence Level

The results reported above apply to specific samples submitted for measurement.

No responsibility is assumed for performance of any other specimen.

This report may not be reproduced except in full, without the written approval of the laboratory.

The laboratory’s accreditation or any of it’s test reports in no way constitutes or implies product certification, approval,
or endorsement by NVLAP or any agency of the U.S. Government.

1650 Military Road ¢ Buffalo, NY 14217-1198
(716)873-9750 » Fax (716)873-9753 « www.ngctestingservices.com
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Sound Transmission Loss Test Data Page 4 of 4
Per: ASTM E 90 - 04/ ASTM E 413 - 04
No. of test report: NGC5009058
Test Date: 5/28/2009
Size: 17.84 m?
[Sound Transmission Class STC = 51 dB
STL vs. Frequency
Frequency STL ASTL
[Hz] [dB] 0=
100 30 2.296 -
125 34 1.095
160 36 1.296 @ 70 | | | | | | | |
200 39 0.510 =
250 42 0.332 ::‘3 60 - | - - - : :
315 45 0.640 c
400 44 0.265 @
500 45 0.922 E
630 47 0.480 E
800 50 0.265 [
1000 53 0.600 E
1250 57 0.539 S 20
1600 60 0.436
2000 64 0.424 10
2500 66 0.686 0
3150 66 0?62 —-—rdmmm-hmmm—n_s_xmmghm
4000 69 1.463 8288888888888 3838 8
5000 71 1.543 Frequency (Hz)
—STL Reference Contour
* Due to high insulating
value of specimen, background
levels limit results at these STL = Sound Transmission Loss, dB
frequencies. A STL = Uncertainty for 95% Confidence Level

The results reported above apply to specific samples submitted for measurement.

No responsibility is assumed for performance of any other specimen.

This report may not be reproduced except in full, without the written approval of the laboratory.

The laboratory’s accreditation or any of it’s test reports in no way constitutes or implies product certification, approval,
or endorsement by NVLAP or any agency of the U.S. Government.
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